
MEASUREMENTS

IQD30 - 841 x 241 x 522 (WxHxD) mm
IQD50 - 941 x 241 x 522 (WxHxD) mm
IQD60 - 1161 x 241 x 522 (WxHxD) mm
IQD80 - 1461 x 241 x 522 (WxHxD) mm
IQD110 - 1856 x 241 x 522 (WxHxD) mm
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BAXI FAN COIL
IQD DUCT

MANUFACTURED BY:

• Designed for built-in installation
• Compact dimensions: height of only 241 mm
• High efficiency and low noise
• 3-stage exchange coil
• 2 pipe system
• Bottom or back air intake option
• Head pressure adjustment based on the 
pressure losses of the ventilation ducts
• Outdoor air intake option
• Hydraulic connections on the left side (front 
view)
• INCLUDED condensate drain pan for valve 
connection site
• 4 levels of static pressure (0Pa - 12Pa - 30Pa - 
50Pa)

REMOTE CONTROL

®

BAXI AURIGA HEAT PUMP



®

BAXI FAN COIL IQD DUCT Outputs & Dimensions

* Please contact Hunt Heating for terms & conditions

TECHNICAL DATA IQD30 IQD50 IQD60 IQD80 IQD110

High Med Low High Med Low High Med Low High Med Low High Med Low

Air Flow I/s 165.56 122.78 86.39 240.28 173.89 122.50 283.89 211.11 151.11 403.33 288.33 216.94 592.78 439.17 300.83

Cooling Power¹ kW 3.12 2.72 2.10 4.46 3.59 2.83 5.85 4.82 3.78 8.02 6.36 5.08 10.79 8.86 6.79

Cooling Water Flow I/s 0.17 0.13 0.10 0.22 0.18 0.14 0.29 0.24 0.18 0.39 0.31 0.25 0.54 0.44 0.33

Heating Power² kW 3.82 3.08 2.28 5.27 4.21 3.21 6.62 5.38 4.00 9.15 7.08 5.58 12.62 10.15 7.47

Heating Water Flow I/s 0.19 0.15 0.11 0.26 0.20 0.16 0.32 0.26 0.20 0.44 0.35 0.27 0.62 0.49 0.36

Sound Pressure Level - 0Pa³ dB(A) 36.40 29.50 20.70 44.30 36.30 27.90 46.10 39.00 30.30 44.90 36.10 27.70 48.90 41.80 31.70

Sound Pressure Level - 12Pa³ dB(A) 34.00 27.70 19.60 42.90 35.90 27.50 45.00 37.90 29.30 44.10 35.50 27.50 47.40 40.50 30.50

Sound Pressure Level - 30Pa³ dB(A) 39.70 29.60 24.10 47.10 37.60 30.20 47.70 39.80 30.70 45.60 37.50 28.00 49.40 41.80 33.50

Sound Pressure Level - 50Pa³ dB(A) 44.50 36.40 27.20 48.40 42.30 33.30 49.30 41.80 32.80 48.50 40.50 32.00 52.30 44.80 37.30

Sound Power Level - 0Pa⁴ dB(A) 47.40 40.50 31.70 55.30 48.30 39.90 57.10 51.00 42.30 55.90 48.10 39.70 59.90 52.80 43.70

Sound Power Level - 12Pa⁴ dB(A) 45.00 39.70 30.60 53.90 47.90 38.50 56.00 49.90 41.30 55.10 47.50 39.50 58.40 52.50 42.50

Sound Power Level - 30Pa⁴ dB(A) 50.70 41.60 36.10 58.10 49.60 42.20 58.70 50.80 42.70 56.60 49.50 40.00 60.40 53.80 45.50

Sound Power Level - 50Pa⁴ dB(A) 55.50 48.40 39.20 59.40 54.30 45.30 60.30 53.80 44.80 59.50 52.50 44.00 63.30 56.80 49.30

¹ Water inlet/outlet temperature 7/12ºC - Ambient temperature 27ºC DB, 19ºC WB
² Water inlet/outlet temperature 45/40ºC - Ambient temperature 20ºC DB
³ Sound tested in semi-anechoic chamber, according to ISO 3744, 1m distance (conditions as note (2)).
⁴ According to ISO 3744 (conditions as note (2), depending on the static pressure).

 Please contact Hunt Heating for warranty terms & conditions
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DIMENSIONS

Model IQD30 IQD40 IQD60 IQD80 IQD110

A mm 645 745 965 1265 1660

B mm 585 685 905 1205 1600

C mm 613 713 933 1233 1628

D mm 585 685 905 1205 1600

E mm 841 941 1161 1461 1856

F mm 683 783 1003 1303 1698

With appliances equipped with a removable drawer filter the length, originally 522mm, becomes 554mm (32mm increase)

 
 
 
 
 
 
 
 
 
 
 
 
 
 


